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T R A I L E R S

4SCREW 6 LOBE TRUSS HD 1/4"-20 X 1-1/2"

 Instructions 
New Fender Mounting

210-003843
4.250"-20 NYLOCK HEX NUT210-003402

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 206-00085 FENDER (LH) 1

ITEM NO. PART NUMBER DESCRIPTION QTY
1 100-04618 FENDER STEP PLATE 1
2 206-00085 FENDER (LH) 1
3 206-00085 FENDER (LH) 1
4 210-00340 .250"-20 NYLOCK HEX NUT 8
5 210-00384 SCREW 6 LOBE TRUSS HD 1/4"-20 X 1-1/2" 8

from Karavan will be pre drilled. Only Drill the outside holes.

5

current fender is in, fenders can be pulled out or pushed in)
Step Two: 
Drill fender out per the view below. Fenders

2

4

Step Three: 
Place fender into place and run the bolt from
the top though the fender and fender bracket and nut
on the bottom side and tighten to 32in/lbs.

5

1

3

Step One: 
Remove the fender and the current fender screws. 
(37" fenders Make a Note in what set of holes your 

Note:
For trailers in the field with the old plate the 
carriage bolts will be under the aluminum plate.
Then re-bolt with the current carriage bolts

3

on the bottom side and tighten to 32in/lbs.

2

Single Fender Assemble

1

Step One: 
Remove the fender and the current fender screws. 
(37" fenders Make a Note in what set of holes your 
current fender is in, fenders can be pulled out or pushed in)
Step Two: 
Drill fender out per the view below. Fenders
from Karavan will be pre drilled. Only Drill the outside holes.
Step Three: 
Place fender into place and run the bolt from
the top though the fender and fender bracket and nut

Tandem Fender Assemble

Holes are drilled to .256 (letter F Drill)
.250 Drill Can be used to Modify Fenders

in the Field

Holes are drilled to .256 (letter F Drill)
.250 Drill Can be used to Modify Fenders

in the Field


